PROJECT DESCRIPTION

GENERAL

THIS PROJECT INVOLVES THE REPLACEMENT OF QUEUE DETECTORS ON THE HOLY FAMILY SCHOOL EXIT ROAD TO PRE-EMPT THE
EXISTING TRAFFIC SIGNALS AT MD 26 AND PIKESWOOD DRIVE AND MD 26 AND TIVERTON ROAD IN BALTIMORE COUNTY.
THIS MODIFICATION ALSO INCLUDES THE REPLACEMENT OF CONDUIT/HANDHOLES DUE TO A ROAD WIDENING PROJECT.

INTERSECTION OPERATION

THE TRAFFIC SIGNALS AT PIKESWOOD DRIVE AND TIVERTON ROAD WILL OPERATE NORMALLY UNLESS EITHER DELAY OUTPUT
QUEUE DETECTOR ON THE HOLY FAMILY SCHOOL EXIT IS ACTUATED. A PRE-EMPTION CALL WILL FORCE A CHANGE TO OR
EXTENSION OF THE LEFT-TURN PHASES AT PIKESWOOD DRIVE AND THE SOUTHBOUND SIGNAL PHASE AT TIVERTON ROAD.

| PROJECT CONTACTS

THE CONTACT PERSONS FOR SHA ARE AS FOLLOWS:

MR. DAVE MALKOWSKI MR. JOSEPH MCMAHON

DISTRICT ENGINEER DISTRICT UTILITIES ENGINEER

PHONE: (410) 321-3461 PHONE: (410) 321-3456

MR. RANDALL SCOTT

ASSISTANT DISTRICT ENGINEER - TRAFFIC MR. RICHARD L. DAFF., SR.

PHONE: (410) 321-3514 CHIEF. TRAFFIC CPERATIONS DIVISION

PHONE: (410) 787-7630
MR. RUSS YUREK
ASSISTANT DISTRICT ENGINEER - MAINTENANCE
PHONE: (410} 321-3468

FHUWA STATE FED. AID SHEET TOTAL
REGION NO, PROJ. NO, NO. SHEETS

3 MD

EQUIPMENT LIST “A“

MAINTENANCE OF TRAFFIC

THE FOLLOWING TRAFFIC CONTROL STANDARDS SHALL BE REFERENCED FOR THE PROJECT.

STANDARD NO. MD-104.00 - 104.00-12 STANDARD NO. MD-104.46-01 (CENTER LANE CLOSURE)
STANDARD NO. MD-104.31-01 (FLAGGING OPERATION) STANDARD NO. MD-104.35-01 (LANE SHIFT)

STANDARD NO. MD-104.49-01 (SHOULDER WORK) STANDARD NO. MD-104.33-02 (SHOULDER WORK)

STANDARD NO. MD-104.44-01 (LEFT-LANE CLOSURE) STANDARD NO. MD-104.32-02 (INTERSECTION FLAGGING OPERATION)

STANDARD NO. MD-104.45-01 (RIGHT-LANE CLOSURE)

B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR
[TEM NO. QUANTITY DESCRIPTION
862102 250 L.F. SAW CUT FOR SIGNAL (LOOP DETECTOR)
FURNISH AND INSTALL 1 IN. LIQUID TIGHT FLEXIBLE
B8O5160 20 L.F. NON-METALLIC CONDUIT FOR DETECTOR SLEEVE
870104 250 L.E. FURNISH AND INSTALL 2 INCH SCHEDULE 80 RIGID PVC
CONDUIT - TRENCHED
811001 2 EACH FURNISH AND INSTALL ELECTRICAL HANDHOLE
862101 920 L.F. FURNISH AND INSTALL LOOP WIRE ENCASED IN FLEXIBLE
TUBING (NO. 14 A.W.G.)
810071 2 EACH £/1 LOOP DETECTOR SPLICED TO EXISTING 2-CONDUCTOR
(ALUMINUM SHIELDED)
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